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H.265 H.264

Region Entrance

Region Exiting

Advanced Motion Detection

Tamper Detection

Line Crossing Human Detection People CountingLoitering



30fps@1080P 60fps@1080P



5MP

H.265  / ULTRA-MINI SIZE / SMART IR II / SUPER WDR / PoE 
+ 

+ 

KEY FEATURES

H.265  / ULTRA-MINI SIZE / SMART IR / SUPER WDR / IP67 / IK10 / PoE  

KEY FEATURES

Model

Dimensions / Weight

Protocol

Video Compression

MS-C2973-PB

Super WDR up to 120dB 

4MP 5MP2MP

20fps@(2560x1920)

20fps@(2592x1520)
Frame Rate

Min. Illumination

Megapixel

WDR

Lens

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

110.8mmX118.5mmX65mm/500g

Color: 0.006Lux@F1.2   

B/W: 0Lux with IR on

Color: 0.008Lux@F1.2   

B/W: 0Lux with IR on

Super WDR up to 140dB 

30fps@(1920x1080)

30fps@(1280x960)

20fps@(2592x1520)

30fps@(2304x1296)

Color: 0.002Lux@F1.2

B/W: 0Lux with IR on

MS-C4473-PB MS-C5373-PB

Model

Dimensions / Weight

Protocol

Video Compression

MS-C2983-PB

Super WDR up to 120dB 

2.8mm/3.6mm/6mm@F1.6

3.6mm/2.8mm @F1.6

4MP2MP

UI-2A83-PCV UI-4C83-PCV UI-5D83-PCV

UI-5D73-PCVUI-4C73-PCVUI-2A73-PCV

20fps@(2560x1920)

20fps@(2592x1520)
Frame Rate

Min. Illumination

Megapixel

Model

Model

WDR

Lens

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG
+ +

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG
+ +

97.8mmX97.8mmX57.9mm/200g

Color: 0.006Lux@F1.2

B/W: 0Lux with IR on

Color: 0.008Lux@F1.2

B/W: 0Lux with IR on

Super WDR up to 140dB 

30fps@(1920x1080)

30fps@(1280x960)

20fps@(2592x1520)

30fps@(2304x1296)

Color: 0.002Lux@F1.2

B/W: 0Lux with IR on

MS-C4483-PB MS-C5383-PB



H.265  / ULTRA-MINI SIZE / SMART IR / SUPER WDR / IP67 / PoE 

KEY FEATURES

Model

Dimensions / Weight

Protocol

Video Compression

UI-3B63-PCV UI-4C63-PCVUI-2A63-PCV

5MP4MP3MP

4mm/6mm @F1.6

2MP

20fps@(2592x1520)
30fps@(2304x1296)

20fps@(2560x1920)
20fps@(2592x1520)

Frame Rate

Min. Illumination

Megapixel

Lens

WDR

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Φ76mmX208mm/765g

Color: 0.008Lux@F1.2   
B/W: 0Lux with IR on

Super WDR up to 120dB Super WDR up to 140dB 

30fps@(1920x1080)
30fps@(1280x960)

30fps@(2048x1536)
30fps@(1920x1080)

Color: 0.006Lux@F1.2
B/W: 0Lux with IR on

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

Color: 0.006Lux@F1.2   
B/W: 0Lux with IR on

UI-5D63-PCV

Model

Dimensions / Weight

Protocol

Video Compression

UI-3B63-FIPCV UI-4C63-FIPCVUI-2A63-FIPCV

5MP4MP3MP

Motorized 2.8~12mm @F1.4 P-Iris(Optional)

2MP

20fps@(2592x1520)
30fps@(2304x1296)

20fps@(2560x1920)
20fps@(2592x1520)

Frame Rate

Min. Illumination

Megapixel

Lens

WDR

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Φ76mmX236mm/820g

Color: 0.008Lux@F1.2
B/W: 0Lux with IR on

Super WDR up to 120dB Super WDR up to 140dB 

30fps@(1920x1080)
30fps@(1280x960)

30fps@(2048x1536)
30fps@(1920x1080)

Color: 0.005Lux@F1.2
B/W: 0Lux with IR on

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

Color: 0.006Lux@F1.2
B/W: 0Lux with IR on

UI-5D63-FIPCV

H.265  / ULTRA-MINI SIZE / SMART IR / SUPER WDR / IP67 / PoE 

KEY FEATURES

H.265  / IP67 / IK10 / REMOTE FOCUS&ZOOM / SMART IR II / SUPER WDR / PoE + + 

+ 

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

+ 

KEY FEATURES

Model

Dimensions / Weight

Protocol

Video Compression

UI-3B72-FIPCV UI-4C72-FIPCVUI-2A72-FIPCV

5MP4MP3MP

Motorized 3.0~10.5mm/2.8~12mm/7~22mm @F1.4 P-Iris(Optional)

2MP

20fps@(2592x1520)
30fps@(2304x1296)

20fps@(2560x1920)
20fps@(2592x1520)

Frame Rate

Min. Illumination

Megapixel

Lens

WDR

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Φ143mmX107.4mm/1100g

Color: 0.008Lux@F1.2    
B/W: 0Lux with IR on

Super WDR up to 120dB Super WDR up to 140dB 

30fps@(1920x1080)
30fps@(1280x960)

30fps@(2048x1536)
30fps@(1920x1080)

Color: 0.005Lux@F1.2
B/W: 0Lux with IR on

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

Color: 0.006Lux@F1.2    
B/W: 0Lux with IR on

UI-5D72-FIPCV

Model

Dimensions / Weight

Protocol

Video Compression

UI-2A62-FIPCV UI-3B62-FIPCVUI-2862-FIPCV

5MP4MP2MP 3MP

Motorized 3.0~10.5mm/2.8~12mm/7~22mm @F1.4 P-Iris(Optional)

2MP

30fps@(2048x1536)
30fps@(1920x1080)

20fps@(2592x1520)
30fps@(2304x1296)

20fps@(2560x1920)
20fps@(2592x1520)Frame Rate

Min. Illumination

Megapixel

Lens

WDR

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Φ107mmX266mm/1080g

Color: 0.005Lux@F1.2
B/W: 0Lux with IR on

Color: 0.008Lux@F1.2
B/W: 0Lux with IR on

Super WDR up to 120dB Super WDR up to 120dB Super WDR up to 140dB 

30fps@(1920x1080)
30fps@(1280x960)

Motorized 3.6~10mm 
@F1.4 P-Iris(Optional)

60fps@(1920x1080)(optional)
30fps@(1920x1080), 30fps@(1280x960)

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

Color: 0.006Lux@F1.2
B/W: 0Lux with IR on

UI-5D62-FIPCVUI-4C62-FIPCV

H.265  / REMOTE FOCUS&ZOOM / SMART IR II / SUPER WDR / IP67 / PoE 

KEY FEATURES

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +



H.265  / 4K / REMOTE FOCUS&ZOOM / SMART IR II / SUPER WDR / IP67 / PoE  

KEY FEATURES

Model

Dimensions / Weight

Protocol

Video Compression

UI-8E62-FIPC

4K(8MP)

Motorized 4~12mm @F1.4 P-Iris(Optional)

30fps@(3840x2160)
30fps@(3072x2048)Frame Rate

Min. Illumination

Megapixel

Lens

WDR

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

Φ107mmX266mm/1080g

Color: 0.006Lux@F1.2  
B/W: 0Lux with IR on

Super WDR up to 120dB

Model

Display Mode

Protocol

Dimensions / Weight

Video Compression

Field of View

UI-9F74-PC

12MP

1.98mm@F1.8

18fps@(Main Stream: 4000x3000)+18fps@(Secondary Stream: 1024x1024)
25fps@(Main Stream: 3000x3000)+25fps@(Secondary Stream: 1024x1024)Frame Rate

Min. Illumination

Megapixel

Lens

WDR

Ceiling Mount: 360°; Wall Mount: 180°; Table Mount: 360°

Fisheye View, 360° Panoramic View, 180° Panoramic View, 4PTZ, Fisheye + 3PTZ, Panoramic View+3PTZ, Fisheye + Panoramic View+ 3PTZ

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Φ140mmX45.4mm/1100g

Color: 0.01Lux@F1.2 / 0.04Lux@F2.4  
B/W: 0Lux with IR on

Super WDR up to 120dB

H.265  / 12MP / 360° PANORAMIC VIEW / 7 DISPALY MODES / IP67 / IK09 / PoE

KEY FEATURES

H.265  / 12X OPTICAL ZOOM / AUTO FOCUS / SMART IR II / SUPER WDR / IP66 / PoE

KEY FEATURES

H.265  / 30X OPTICAL ZOOM / AUTO FOCUS / SMART IR II / SUPER WDR / IP66  

+ + 

+ + 

KEY FEATURES

Model

Dimensions / Weight

Protocol

Video Compression

UI-2A61-EPCV

Super WDR up to 120dB 

4MP

5.3~64mm @F1.6~F2.8, 12x Optical Zoom

5MP2MP

20fps@(2560x1920)
20fps@(2592x1520)Frame Rate

Min. Illumination

Megapixel

WDR

Lends

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Manual Speed

Pan Range / Tilt Range

0.2°~60°/s(H); 0.2°~30°/s(V)

360°endless/-45°~30°

291mmX95mmX207mm/2kg

Color: 0.006Lux@F1.2
B/W: 0Lux with IR on

Color: 0.008Lux@F1.2
B/W: 0Lux with IR on

Super WDR up to 140dB 

30fps@(1920x1080)
30fps@(1280x960)

20fps@(2592x1520)
30fps@(2304x1296)

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

UI-4C61-EPCV MS-C5361-EPCV

Model

Dimensions / Weight

Protocol

Video Compression

UI-2A42-(R)CV

Super WDR up to 120dB 

4.7~141mm @F1.5~F4.0, 30x Optical Zoom

5MP2MP

20fps@(2560x1920)
20fps@(2592x1520)Frame Rate

Min. Illumination

Megapixel

WDR

Lends

IPv4/IPv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, SIP, PPPoE, VLAN, 802.1x

Manual Speed

Pan Range / Tilt Range

0.5°~180°/s (H); 0.5°~120°/s(V)

360°endless/0°~90°(Auto Flip)

Φ204.8mmX308mm/4kg

Color: 0.006Lux@F1.2
B/W: 0Lux with IR on

Super WDR up to 140dB 

60fps@(1920x1080)(optional)
30fps@(1920x1080), 30fps@(1280x960)

Color: 0.002Lux@F1.2
B/W: 0Lux with IR on

UI-5D42-CV

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +

H.265 /H.265(HEVC)/H.264 /H.264/MJPEG+ +



AVAILABLE MODEL：UI-1009-N/UI-1009-AN 

KEY FEATURES

Model

Network Interface

USB

Dimensions / Weight

HDD

Video Compression

UI-1009-A

9-CH

90Mbps

Synchronous Playback

Recording Resolution

Network Video Input

Video

Storage

External
Interfaces

Bandwidth

Synchronous Recording

2*2.5” HDD, max 4TB with 2TB each 1*3.5”HDD, max 10TB 

1*RJ45 100M/1000M

2*USB 2.0

80mm(W)X80mm(D)X120mm(H)/0.85kg 115mm(W)x115mm(D)x180mm(H)/1.1kg

9x5MP 

2x(30fps @8MP), 2x(30fps @6MP), 3x(20fps @5MP), 4x(20fps @4MP), 5x(30fps @3MP), 
8x(30fps @1080P), 9x(30fps @720P)

8MP/6MP/5MP/4MP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

H.265(HEVC)/H.264

UI-1009-AN

Model

Network Interface

USB

Alarm Input / Output

HDD

Video Compression

UI-5016-B UI-7016-B UI-5032-B

32-CH16-CH

160Mbps

1*HDMI & 1*VGA

4x(30fps @8MP), 5x(30fps @6MP),
6x(20fps @5MP), 8x(20fps @4MP),

10x(30fps @3MP), 16x(30fps @1080P),
16x(30fps @720P)

4x(30fps @8MP), 5x(30fps @6MP), 6x(20fps @5MP),
8x(20fps @4MP),  10x(30fps @3MP), 16x(30fps @1080P),

32x(30fps @720P)

2x(30fps @8MP), 2x(30fps @6MP), 
3x(20fps @5MP), 4x(20fps @4MP), 

5x(30fps @3MP), 8x(30fps @1080P), 
16x(30fps @720P)

2*HDMI & 2*VGA

320Mbps 320Mbps or 200Mbps
(When RAID is enabled)

Video Output

Synchronous Playback

Network Video Input

Video

Storage

External
Interfaces

Bandwidth

Recording Resolution

H.265(HEVC)/H.264

Up to 10TB capacity for each HDD

2*SATA HDD(3.5”) 4*SATA HDD(3.5”) 2*SATA HDD(3.5”) 4*SATA HDD(3.5”) 8*SATA HDD(3.5”)

4 Input/1 Output

440mm(W)x251mm(D)
x44.4mm(H)/2.6kg

440mm(W)x320mm(D)
x66.8mm(H)/4.1kg

440mm(W)x251mm(D)
x44.4mm(H)/2.6kg

440mm(W)x320mm(D)
x66.8mm(H)/4.1kg

440mm(W)x420mm(D)
x88.2mm(H)/6.0kg

16 Input/4 Output -- 16 Input/4 Output

1*RJ45 100M/1000M 2*RJ45 100M/1000M

1*USB 3.0; 2*USB 2.0

1*RJ45 100M/1000M 2*RJ45 100M/1000M

8MP/6MP/5MP/4MP/
3MP/1080P/UXGA/720P/

D1/VGA/CIF/QCIF
12MP/8MP/6MP/5MP/4MP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

UI-7032-B UI-8032-B

AVAILABLE MODEL : UI-5016-B/UI-N5032-B/UI-7016-B/UI-7032-B/UI-8032-B 

KEY FEATURES

Dimensions / Weight

Model

Network Interface

PoE Interface

USB

HDD

Video Compression

Recording Resolution

UI-1009-PA UI-5016-PB

32-CH9-CH 16-CH

90Mbps

9x5MP 16x5MP 32x5MP

2x(30fps @8MP), 2x(30fps @6MP),
3x(20fps @5MP), 4x(20fps @4MP),

5x(30fps @3MP), 8x(30fps @1080P),
9x(30fps @720P)

2x(30fps @8MP), 2x(30fps @6MP),
3x(20fps @5MP), 4x(20fps @4MP),

5x(30fps @3MP), 8x(30fps @1080P),
16x(30fps @720P)

4x(30fps @8MP), 5x(30fps @6MP),
6x(20fps @5MP), 8x(20fps @4MP),

10x(30fps @3MP), 16x(30fps @1080P),
32x(30fps @720P)

160Mbps 320Mbps or 200Mbps
(When RAID is enabled)

Synchronous Playback

Network Video Input

Video

Storage

External
Interfaces

Bandwidth

Synchronous Recording

H.265(HEVC)/H.264

1*SATA HDD(3.5”) 2*SATA HDD(3.5”) 4*SATA HDD(3.5”)

8MP/6MP/5MP/4MP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF
12MP/8MP/6MP/5MP/4MP/

3MP/1080P/UXGA/720P/D1/
VGA/CIF/QCIF

Up to 10TB capacity for each HDD

2*USB 2.0

115mm(W)X115mm(D)X180mm(H)
/1.5kg

1*USB 3.0; 2*USB 2.0

440mm(W)X251mm(D)X44.4mm(H)
/3.5kgDimensions / Weight

4*RJ45 10M/100M 8*RJ45 10M/100M 16*RJ45 10M/100M

1*USB 3.0; 2*USB 2.0

440mm(W)X320mm(D)X66.8mm(H)
/5kg

1*RJ45 100M/1000M

UI-7032-PB

AVAILABLE MODEL: -1009-PA/UI-5016-PB/UI-7032-PB  

KEY FEATURES

Model

Dimensions

Weight

Power Consumption

Power Supply

MS-K02

IP-based

128X64 Blue Screen

Network Interface

Serial Interface

Control Mode

LCD Screen

Joystick

Network

360mmx200mmx105mm

12W MAX

DC 12V 1A

1*RS-232/1*RS-485 (Reserved)

1*RJ45 100M/1000M

IPv4, HTTP, TCP, MSSP

3kg

4-axis joystick

KEY FEATURES



LIVE VIEW·RECORDING·ELECTRONIC MAP 

KEY FEATURES

E-MAP

UI

IPC

NVR

User friendly design
Device spatial
distribution  

Centralized system 
 administration

Remote viewing
and playback  

PTZ CONTROL·FILE MANAGEMENT·ALARM MESSAGE PUSH NOTIFICATION 

IPC
Remote viewing

and playbackSYSTEM

Android and 
iOS supported 

NVR

Centralized system 
administration 

KEY FEATURES


